
Scroll condensing unit with built-on mains control panel

www.paulmueller.nl

New ENERGY EFFICIENT Mueller Scroll 

condensing unit (suitable for high ambient 

temperatures) with built-on mains control 

panel.

- Pattented Mueller Scroll compressor.

- Built-on control panel with safetydevivces.

- Emergency loop circuit.

- Fully automatic self-regulating fan control.

- Built-in 24 Volt control.

Up to and including 6HP, 1 fan.

From 6,5HP en larger, 2 fans.



Available in the following types:
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Type Net Weight
KG

Dimesions Anchoring Holes Fan

Width (B)
in mm
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MC-H8-ZB15

MC-H8-ZB19

MC-H8-ZB21

MC-M8-ZB26

MC-M8-ZB30

MC-M9-ZB38

MC-M9-ZB45

MC-S9-ZB45

MC-S9-ZB58

MC-V9-ZB66

MC-V6-ZB76

MC-V6-ZB92

MC-W9-ZB92

MC-W9-ZB114

Mueller Sales
Narcisstraat 14

P.O. Box 138

9400 AC Assen

The Netherlands

T: +31 (0)592 361 600

F: +31 (0)592 361 601

E: info@paulmueller.nl

W: www.paulmueller.nl

Your Mueller dealer:


